Katalog – przykładowe maszyny

1\XJ14A-A

XJ14A-A Type Lamination cloth machine 
Use：To compound the vamp in shoes making industry, or compound the low-medium layer.
CHARACTERISTICS: Simple in structure and easy in operation. Electrical heater type and steam heater type are available.
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2\XJ14A-D

XJ14A-D Lamination machine
Use：It is used for adhering of sponge, cloth ,EVA, leather, and carton etc.
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3\XJ14B-D 

XJ14B-D Nets type lamination machine

Use：The product can be used to apply adhesive to adhere sponge, cloth ,EVA, PVC PE artificial leather ,non-woven fabric, adhesive-bonded fabric etc.
CHARACTERISTICS: Use high-temperature net to press, so add adhering ability of the product. This method occupies less land and is simple in operation.
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4\XJ14B-D1
XJ14B-D1 Nets type lamination machine
Use：It is product can be used to apply adhesive on sponge, cloth ,EVA ,PVC PE leather ,artificial leather ,paper carton ,etc.
CHARACTERISTICS: Use high-temperature net belt to press, so as to add adhering ability of the product.
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5\XJ14B-DA 
XJ14B-DA Nets type lamination machine

Use：The product can be used to apply adhesive to adhere sponge, cloth ,EVA,PVC PE  artificial leather ,non-woven fabric, adhesive-bonded fabric etc.

CHARACTERISTICS: 

(1) Use high-temperature net to press, so add adhering ability of the product. This method occupies less land and is simple in operation.

(2) Use double paste tank to adhere to both sides so as to add adhering ability of the product.
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6\XJ14B-D2
XJ14B-D2 Lamination machine special using in Polar Fleece
Use：the machine can be used to laminate and add adhering polar fleece, lamb fur.
CHARACTERISTICS: Using double roller glue adhering technical, it can repeat obtain enactment quantity of glue using, especially fit to the technical that the same material but in different handle, match two auto anti-middle sets. It can meet volume produce, reducing labor intension, enhance the using rate of the material.
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7\XJ14C-A

XJ14C-A Energy saving lamination machine

Use：The product can be used to apply adhesive to adhere sponge, EVA, artificial leather ,non-woven fabric, adhesive-bonded fabric etc.

CHARACTERISTICS: Adopt a special bond with relevant technical, when laminate needn’t heating, it is a perfect lamination technical and energy saving product.
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8\XJ14C-B
XJ14C-B Non-dry glue lamination machine
Use：It is used for adhering of papers with sponge, cloth  PVC PE and artificial wool with non-dry glue.
CHARACTERISTICS: Operation is convenient, and produce at once when application.    
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9\XJ14C-C

XJ14C-B Non-dry glue lamination machine
Use：It is used for adhering of papers with sponge, cloth PVC PE and artificial wool with non-dry glue.
CHARACTERISTICS: Operation is convenient, and produce at once when application，and the same time can fit water non-dry glue lamination, has features of convenience operation, output high etc.
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10\HY-2000
HY-2000 Point of hot powder lamination machine
Use：The product is used to apply adhesive to adhering of cloth with sponge, EVA ,staple rayon etc.
CHARACTERISTICS: Use hot melting powder as adhesive to make composite material soft, laundry-resistant and solid.
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11\HY-2000A
HY-2000AType Point of hot powder lamination machine
Use：It is mainly used to adhere cloth materials in garment industry , particularly ,suiting to adhere thin cloth materials.
CHARACTERISTICS: With the powder point transferring technology. It can transfer heat dissolving glue power into the internal cloths evenly, and through baking , dissolving glue points seep into the fibers ,so two layers of fibers adhere together if using different heat dissolving glue powders, adhered cloth materials feel pleasant , and are washing-proof, dry washing-proof, dry washing-proud etc. or with above all advantages.
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12\HY-2001
HY-2001Type Thick liquid clicking and shifting machine 
Use：Lamination for various kinds of textile surface fabric.
CHARACTERISTICS: Adopt thick liquid is it transfer technology to order , modulate good thick liquid material the cloth will be had on transferring to evenly, through is it bake to bake over a slow fire, carry on hot to is it make some glue melted to melt permeate certain depth to fabric to compound, make two fabric is it mix together to glue , use different thick liquid is it can is it compound surface fabric feel kind separately to make to expect, able to bear water-washing, the sand is washed, the advantage that dry-clean ,etc. or possessing above-mentioned advantages at the same time .
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13\HY-2003C 
HY-2003C Plastic machine
Use：It can print plastic dot on cotton, chemical fiber, mix-spin, and non-woven fabric. It can be used to produce the bed cloth of knitting plastic spot glove, decorate cloth, bronzing cloth and silver print cloth etc.
[image: image25.jpg]



[image: image26.png]



14\HY-2004A
HY-2004A Double spots lamination machine

Use：It can be used in the line of clothing and package etc.

CHARACTERISTICS: Frames tighten automatism high. The load and unload of the round net is very convenience, the uniformity of the powder is high, the quantity of the powder is easy to adjustment, after absorb the powder, the spot is satiation and in good third dimension.
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15\HY-2002A1 
HY-2002A1 Extrusion lamination machine
Use：It can be used in shoe material, package material, petroleum antisepsis adhesive tape, glisten material, hot melt glue film etc.

CHARACTERISTICS: This machine designed for high precision & high adhesive hot melt glue and hot plastic material. The cavity of the model is in special design, the exactitude of thickness extrude is in high level, at the same time via adjustment pressure, tweak distance, speed etc to enhance the definition more.
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16\HY-2002B
HY-2002BType Flame bonding ( lamination ) machine
Use：It is used to compound sponge with fabrics or none-woven products.
CHARACTERISTICS: It is used sponge as the sticky material, melted by spraying flame, can bind other material , It can also bind any other two kinds of material with melted sponge by spraying flame. Featured by good integration and hand touch. Water-washing and dry-washing serviceability, it is especially fit for the compound of plush and abrasive brush.
[image: image31.png]



[image: image32.png]



17\HY-2002C 
HY-2002CType Flame lamination machine 
Use：It can be used to compound sponge with fabrics and none-woven products.
CHARACTERISTICS: 
1. The sponge, used as the sticky material, melted by spraying flame, can bind other material. It can also bind any other two kinds of material with melted sponge by spraying flame. featured by good integration and hand touch, water-washing and dry-washing serviceability, it is especially fit for the compound of plush and abrasive brush. 

2. Equipped with roll-setting, material-feeding and automatic subtending devices, the machinery is fit for mass volume production; Constant tensile force hanging type cooling system ensures the compound quality.
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18\HY-2005A
HY-2005A Flame lamination machine 
Use：It can be used to compound sponge with fabrics and none-woven products.
CHARACTERISTICS: 
1. The sponge, used as the sticky material, melted by spraying flame, can bind other material. It can also bind any other two kinds of material with melted sponge by spraying flame. featured by good integration and hand touch, water-washing and dry-washing serviceability, it is especially fit for the compound of plush and abrasive brush. 

2. Equipped with roll-setting, material-feeding and automatic subtending devices, the machinery is fit for mass volume production; Constant tensile force hanging type cooling system ensures the compound quality.

3.Double burnings, three layers laminated at the same time.
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19\HY-2003A
HY-2003AType Gush out the glue machine 
Use：lamination for various kinds of textile surface fabric.
CHARACTERISTICS: 
1、Craft it adopt gush out glue , spray even adhesive in on at material ,then can't if pigeonholing, shut going on as surface fabric, make it become an organic whole. 
2、Compound course is it heat to need , style of material exert an influence to temperature sensing any. 
3、Because the adhesive is stored in two aspect material in vaporific form , so the surface fabric compounding feels well, ventilate and of good performance. 
4、The complete machine has adopted multiple new technologies, it is extremely simple to operate, quality can be guaranteed too.
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20\HY-2001D 
HY-2001DType Glue point transfer lamination machine
Use：The product can be used to apply adhesive to adhere textile and non-woven material.
CHARACTERISTICS: 
Adopt glue point transfer, let glue transferred to the lining cloth evenly as spot form, then laminate to surface fabric, let them as one system, has the excellence that to bear dry washing, sand washing and water-washing etc. Especially fit to laminate thin fabric.
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21\HY-2002A
HY-2002A Extrusion lamination machine
Use：The machine is used to apply melting glue on the paper, fabrics ,no-woven fabric to bind .It has found a vast application in package, shoes-making , garments , autornobile etc(when binding, whether applying glue, please explain if you order goods). 
CHARACTERISTICS：
1. T-shaped model width can be adjustable.
2. Model hollow is designed specially , extrusion thickness error＜10%.
3. There is an advanced cooling system to guarantee products are fine-quality.
[image: image41.png]e =
'\Eﬂ% ke o




[image: image42.png]



22\HY-2004B
HY-2004B Glue point transfer and spout glue double using lamination machine
Use：The product can be used to apply adhesive to adhere textile and non-woven material.
CHARACTERISTICS：Adopt glue spot transfer technical, let glue as spot or arris form  transferred to the lining cloth, then laminate to surface fabric, at the same time adopt spout glue technical, insufflations the stickiness material to the lining cloth evenly, then laminate to fabric.
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23\HY-2005A1
HY-2005A1 Waterproof and breath taking film lamination machine
Use：It can be used to add glue and laminate textile, non-woven material and breath taking film.
CHARACTERISTICS：
Adopt glue point transfer, let glue transferred to the lining cloth evenly as spot form, then laminate to surface fabric, let them as one system. The final product has the function of waterproof and breath taking, has the excellence that to bear water-washing, dry-washing and sand-washing etc.
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24\HY-2005A2
HY-2005A2 Waterproof and breath taking film lamination machine
Use：It can be used to add glue and laminate textile, non-woven material and breath taking film.
CHARACTERISTICS：
Adopt glue point transfer, let glue transferred to the lining cloth evenly as spot form, then laminate to surface fabric, let them as one system. The final product has the function of waterproof and breath taking, has the excellence that to bear water-washing, dry-washing and sand-washing etc. The whole set adopt complete gear transmission, frequency conversion in-phase control.
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25\HY-2005B
HY-2005B Paper cloth lamination machine

Use：It can be used to laminate architecture and decoration material, shoe making material, package material.

CHARACTERISTICS：Adopt high temperature bear net-belt to press, enhance the adhesive of the products.

[image: image49.png]



[image: image50.png]



26\HY-2003D
HY-2003D Latex froth product line
Use：Mainly used to gelatinize the back of the carpet and froth roll material. 
CHARACTERISTICS：Froth and roll material type, textile gelatinize type. Width 1.2m-4m.
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In addition:

27\HY2003B
Ultrasonic pattern press machine
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Use: The machine can press pattern and laminate material as artificial leather\non-woven fabric\man-made cotton\chemical fiber, etc. It meets the field of clothing \decoration \bedding and automobile.

Characteristic: The pattern can be set by the clients, the availability width also can set according to the customer’s request. 
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